
[image: image1.png]CONLAN

double security systems




Terminal

CP 1000

Art.-Nr. 460161

Installation & User Guide

[image: image2.emf]
Contents

1. Overview








3

2. Installation of the CP 1000





3

3. User Einlernen der Benutzer






3

1. Werkseinstellungen






3

2. Einlernen der Benutzercodes




4

3. Einlernen der Transponder/Karten



5

4. Einlernen von Benutzern mit Sonderfunktionen
5

4. Konfiguration des Terminals




6

1. Der Servicecode






6

2. Die Konfigurationstabelle





6



Verändern der LED-Anzeigen





6



Verändern der Impulszeiten für die Ausgänge


7



SC-Control Flags







7



MC-Control Flags







7

5. Eingänge








8

1. Externe LED-Ansteuerung




8

2. Betriebsartenschalter Sicherheitsmodus

8

3. Ausgangstaster (REX)





8

6. Technische Daten







8

1. Overview

CP 1000 is a comination keypad and proximity reader in a single housing. The unit has two transistor outputs that can be controlled by code, proximity or both. The unit does not require software or a PC connection to program.

2. Installation of the CP 1000

	Colour
	Function
	Description

	red
	+ 12 V DC
	Betriebsspannung: 9-17V, 30mA

	black
	0 V, GND
	Betriebsspannung

	yellow
	Output 2, OC, 500mA

active at 0V
	Output for door release

	white
	Output 1, OC, 500mA

active at 0V
	2nd output

	blue
	External control green LED
	Connect to 0V to switch

	orange
	External control Red LED
	Connect to 0V to switch

	brown
	Exit switch (REX)
	Connect to 0V to switch

	green
	Function switch
	Connect to 0V to switch


3. Configuring Users

1. Factory Default

After installation the Yellow LED is lit. When a correct code is entered the Green LED is also lit. If an incorrect code is entered then the Red LED will be illuminated. The terminal has 200 user code locations. Each place can store a code of 1-8 digits or a Transponder/Card number. By default store locations 1-100 operate Output 1, store locations 101-150 operate Output 2, store locations 151-190 operate both outputs. Store locations 191-200 are reserved for future use.

By default the outputs are active for 5 seconds after a correct  code is entered. Factory default has the code „1234“ followed by #.

2. Entering new User Codes

The Mastercode (MC) is used to program new User Codes. By default this is „4711“

Entering a new code:

1. Input the mastercode (MC) followedd by the # key. The Green LED will illuminate.

2. Input the desired store location (1 tos 190),followed by the # key. The Yellow and Green LED's will illuminate.

3. Enter the required User Code (1 to 8 digits) followed by the  # key. The Green LED will illuminate. The terminal is now ready to accept further User Codes by repeating step 2

4. 10 seconds after the last input the unit will end programming mode. This can also be achieved by operating the # key.

Changing User Codes:


Follow steps 1 to 4 and existing codes will be overwritten.

Deleting User Codes:


Follow steps 1 to 4 but do not eneter a code, only the # key. The existing code 
in that store will be deleted.

Deleting all User Codes:

1. Enter the Master Code (MC) followed by the # key. The Green LED will illuminate.

2. The enter Code „2 5 0 0“ followed by the # key. The Green LED will illuminate. All stored codes and cards/transponders will be deleted.

5. 10 seconds after the last input the unit will end programming mode. This can also be achieved by operating the # key.

Example:


Ex. 1:

4711 # 2 # 345678 # #




The Code „345678“ is stored in location 2.


Ex. 2:

4711 # 2 # 897 # #




The Code „897“ is stored in location 2.



Ex. 3:

4711 # 2 # # #
User in location 2 is deleted.


Ex. 4

4711 # 2500 # #
All users deleted.

3.
Learning  Transponder/Cards

The reader can be set to read either the Conlan Transponder (Temic-Atmel) or the Conlan E Marine format card. The cards/tansponders cannot be mixed on the same unit.

Learning a new transponder

1. Input the mastercode (MC) followed by the # key. The Green LED will illuminate.Enter a store location number, followed by the transponder followed by the # key. The Yellow and Green LED's will illuminate.

2. To program further transponders in sequence show each transponmder followed by the # key. 

3. 10 seconds after the last input the unit will end programming mode. This can also be achieved by operating the # key.

Changing a Transponder:


Follow steps 1 -3 and the existing Transponder will be overwritten.

Deleting a Transponder:


Follow steps 1 -3 but do not present a Transponder. The Transponder stored in this location will be deleted.

4.
Einlernen von Benutzern mit Sonderfunktionen

Werden Benutzer wie in den Kapiteln 3.2 und 3.3 eingelernt, so reagiert der entsprechende Ausgang standardmäßig mit einer Impulsschaltung von 5 Sekunden (die Aktivierungszeit ist veränderbar). (Tasterfunktion)

Wird ein Benutzer auf demselben Benutzerplatz ein zweites Mal hintereinander eingelernt, so reagiert der entsprechende Ausgang als Toggle, das heißt, der Ausgang wird durch berechtigten Zugang aktiviert und bleibt solange aktiv, bis er wieder inaktiv geschaltet wird. (Schalterfunktion)

Wird ein Benutzer auf demselben Benutzerplatz ein drittes Mal hintereinander eingelernt, so kann der entsprechende Ausgang mit diesem Benutzer nur eingeschaltet werden.

Wird ein Benutzer auf demselben Benutzerplatz ein viertes Mal hintereinander eingelernt, so kann der entsprechende Ausgang mit diesem Benutzer nur ausgeschaltet werden.

4. Configuring the unit

1. The Service Code

The Service Code (SC) is set at a Factory default of„1 2 3 4 7 8 9 0“, followed by the  # key. This is only active for 20 seconds after power up. The Green LED will illuminate when the SC is entered.

2. The Configuration Table

	Pos.
	Function
	Description

	00 #
	New Mastercode, #
	1 to 8-digits. Enables the new MasterCode controlling user codes and other functions

	01 #
	New Servicecode, #
	1 to 8-digits. Enables a new Service Code

	02 #
	LED-Control
	See below

	03 #
	Impulse time for output 1
	See below

	04 #
	Impulse time for output 2
	Same as output 1

	05 #
	SC-Control Flags
	See below

	06 #
	MC-Control Flags
	See below

	07 #
	Codes to operate output 2
	Separation of code 2 location operation yellow cable

	08 #
	Codes to operate output 1
	Separation of code 1 location operation white cable

	0250 #
	Reset to Factory Default
	Example: SC # 0250 #



LED Control:


All LED (yellow, green & red) are configurable for active and inactive output status. Postion 2 of the configuration table refers

	LED-Status for
	yellow LED
	Green LED
	Red LED

	Inactive output
	01
	02
	04

	Active output
	10
	20
	40



Example of LED configuration


To select yellow LED illuminated for inactive output and both Yellow and 
Green for active just add the required numbers together from the table above 
10+20+2 and use the code as below


SC # 02 # 31 # #.


Setting the output impulse time:


To alter the output impulse time use position 4. A value of 1-60 gives the 
output hold time in seconds. A value 0 gives a toggle function. A value of 61 to 
255 give a hold time in minutes for 1 to 55. Factory default is 5 seconds


Example for impulse time of 5 minutes on output 2


SC # 04 # 65 # #.


SC-Control Flags:


In Position 05 some advanced functions can be set. Factory default for 
position 05 is 00

	Function
	Wert

	Invert output 1
	2

	Servicecode operates all the time
	4

	Invert output 2
	8

	Chage reader to  Emarine cards
	64



Example to change to E Marine card reading 


SC # 05 # 64 # #.


MC-Control Flags:


Other advanced functions are controlled with this table Position„06“ Default is 
00

.

	Function
	User Position
	Value

	No Control tone on the terminal
	191
	1

	Input 1 (brown cable) ???????????
	192
	2


5. Inputs

All inputs are connecting to ground to operate.

1. External LED-Control

Grounding the blue cable gives external control of the Green LED.

Grounding the orange cable gives external control of the Red LED.

2. ???????????????


Der Ausgang 2 (Türöffner, gelbe Ader) lässt sich sowohl durch einen Code, 
als auch durch einen Transponder (oder eine Karte) aktivieren. Diese logische 
Oder-Funktion ist als Standard-Einstellung gegeben.


Der Eingang 2 (grüne Ader) stellt einen Betriebsartenschalter dar. Wird die 
grüne Ader gegen GND geschaltet, dann ändert sich die Betriebsart in einen 
Sicherheitsmodus. Werden abwechselnd Code und Transponder in 
aufeinanderfolgende Benutzerplätze eingelernt, so lässt sich der Ausgang nur 
dann aktivieren, wenn zusammengehöriger Code und Transponder erfolgreich 
Zugang erhalten. Mit dieser logischen Und-Funktion ist gewährleistet, dass 
sowohl ein geistiger, als auch ein physikalischer Verschluss überwunden 
werden müssen. Damit ist 
eine extrem hohe Sicherheitsanforderung erfüllt.

3. Request to Exit Switch (REX)


Grounding the brown cable gives external control of Output 2

6. Technical Data

Voltage:


12 V DC, 30mA

Tolerance:


9 – 17 V DC

Card reader:


125kHz, Atmel or EMarine selectable

Read distance:

approx. 25mm

2 Outputs:


Open Collector, max. 500mA

3 LED-:


yellow, green, red (green red can be controlled)

???????????Quittiersummer:

extern ansteuerbar

2 Inputs:


Selectable functions, REX-Button

2 Modes:


Or-Function, And-Function

Protection:


IP67

Material:


ABS

Colour:


Black

Connection cable:

2,5m, 8 core

Size:



HxWxD=130x50x8mm


